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Duoc thanh 1ap tir nam 1960 va la don vi tién phong san
xuét dng nhwa tai mién Béc, dén nay Cong ty CP Nhwa Thiéu
nién Tién Phong da la thwong hiéu hang dau trong nganh
4ng nhwa xay dung, hang nam cung c&p ra ngoai thi trwdng
hon 10.000 chiing loai san pham théng qua 03 dong san
ph&m chinh PVC; PPR va HDPE vé&i nang lwc san xuét dat
t¢i 190.000 tAn/nam.

Tien Phong Plastic, which was established in 1960 and
being known as the pioneer in field of plastic manufacturing
in North of Vietnam, recently has become leading in the
construction plastic pipe industry. With an annual output
capacity of 190,000 tons, the Company is capable to meet
various demands of the market as providing a full range of
over 10,000 types of pipes and fittings under 3 main
categories of products: uPVC, HDPE and PP-R.

SEKISUI

Téap doan Sekisui Chemical da co lich sir phat trién hon 70
nam va la mét trong nhirng tap doan hang dau tai Nhat Ban
cung cap cac san pham trong 04 Iinh vuc chinh: nha &, san
ph&m nhya tinh n&ng cao, san phdm nhwa cho ha tAng dé thi

va cong nghiép, san phdm cho linh virc y té.

Sekisui has a long history over 70 years of establishment
and in taking the lead in Japan providing products in terms of
four main fields: housing, high - featured plastic products,

urban & infrastructure and medical products.

K& tlr ndm 2013, Nhwa Tién Phong va Sekisui chinh thirc tré thanh ddi tac chién lwoc va cling tién phong phat trién cac ching loai

san phdm véinhiéu tinh ndng wu viét st dung cho hé théng c&p thoat nwérc tai Vit Nam nhw hop kiém soat k§ thuat uPVC, phu tling

han dién tré, bng uPVE I6i xodn, ...

Trong twong lai, sw hop tac gitra hai thwong hiéu hang du chic chan sé tao ra nhirng san pham chit lwong,

din dau xu_hwéng thj trwéng, gép phan nang cao chét lwgng céng trinh-va mang lai cudc séng tét dep hon

khéng chi & Viét Nam ma con & khu viee Déng Nam A.
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Since 201 3, Tien-Phong Plastic’and Sekisui Chemical Group' ofﬁcia/ly'becérﬁe strategic partners_and’has-produced tog'ether'_

products used for water supply,and-drainage-Systems in Vletnam for example uPVC inspection chamber electrofuslon ﬁttmgs

uPVvCi /nner sp/ral plpe etc =

In the future, the cooperatlon between them js'not only offer superior quality to.consumers, but also de//v.ery message of better life

and infrastructure in Viethamas Welf as SoutheastAsia.



GIOI THIEU CHUNG HOP KIEM SOAT KY THUAT
Introduction of uPVC inspection chamber

Hop kiém soat ky thuat uPVC 1a loai hd ga thé hé méi dwoc cac nwdctién tién trén thé gi¢i st dung nhiéu nam nay. La don vitién
phong va duy nhat nghién ctvu san xuat hop kiém soat k§ thuat tai Viét Nam, trong 7 ndm qua, Nhwa Tién Phong da tich cwc nghién
ctu va nhan chuyén giao cong nghé tir tap doan Sekisui dé co thé tw san xuét thanh cong 30 chiing loai hdp kiém soat ky thuat phu
hop v&i co sé ha tang tai Viet Nam véi gia thanh hop ly.

Ngoai dau tw trang thiét bi tién tién nhat, ngudn nguyén liéu dwoc nhap khdu hoan toan, hop kiém soat k§ thuat con dwoc Nhya
Tién Phong s&n xuét bdng cdng nghé ép phun tw dong dé& dam bao chét lwong theo TCVN 12755:2020.

Tt nam 2013 dén nay, hang nghin hop kiém soat ky thuat uPVC da dwoc I&p dat tai cac dw an trong diém quéc gia va bao vé moi
trwéng tai nhidu tinh thanh trén ca nwéc nhw Phi Tho, Binh Duwong, Dak 1k......

uPVC inspection chamber is lately generation that has been used in developed countries for over a decade. As the pioneer and
the sole researcherthat produce uPVC inspection chamber in Vietnam, for the past 7 years, Tien Phong Plastic has taken initiative to
researched and received technology transfer from Sekisui Group in order to manufacture successfully 30 types of uPVC inspection
chamber, which meet the demand of Vietnam infrastructure with reasonable price.

Furthermore, along with advanced equipment and imported raw materials, uPVC inspection chamber is produced by Tien Phong

Plastic using automatic injection molding technology to ensure the quality based on TCVN 12755:2020 standard.

Since 2013, more than thousands of Tien Phong Plastic uPVC inspection chamber have been installed in national projects and
environmental protection in many provinces such as Phu Tho, Binh Duong, Dak Lak, etc.
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UU DIEM CUA HOP KIEM SOAT KY THUAT
Advantages of uPVC Inspection Chamber

Hop kiém soat dwoc thiét ké co dng tham, cé thé dung gwong, que
théng céng, hodc voi nudc xit dé xir Iy tc dwdrng dng.

uPVC inspection chamber is designed with a vertical pipe. When
pipeline is block, a mirror, a stick or a jet sprayer may be used to
unblock the pipeline.

N&p hop kiém soat co kha néng
chiulwc cao.

uPVC inspection chamber
cover has a high loading
capacity.

Nap hop kiém soat kin khit,
khdéng phat sinh mui ra moi
trwdng bén ngoai. D& van
hanh, bdo dwéng.

The caps of uPVC inspection
chamber is sealed, no air
release, easy to operate and
maintain.

Hop kiém soat c6 loc
rac,dé vé sinh, han
ché tic dwérng bng.

uPVC inspection
chamber includes
garbage filter, easy to
clean and restrict

pipe clogging.

Tiét kiem khong gian, 1ap
datnhanh chong, dé dang.

Space saving, easily for
installation and save time.

Hop kiém soat véi siphon co
thé di chuyén linh hoat.

uPVC inspection chamber
with siphon is manoeuvrable.

Hop kiém soat dwoc thiét ké
véi d6 léch chidu cao thich
hop, chéng chady nguoc
ho&c dao chiéu dét ngot.

uPVC inspection chamber is
designed with appropriate
height deviation to against
reverse flow or sudden
reversal.



DAC TiNH SAN PHAM

Do bén kéo 45MpA
Tai trong 12kN
Ap lwc am 0.078MPa

Nwéce, NaCl (10% dung dich nuwéc), Axit sulfuric (30% dung dich

Chiu héa chat nuwéc), Sodium hydroxide (40% dung dich nuec).

Nhiét d& mém héa Vicat >76°C

TCVN 12755:2020 (Kich thwéc dng: DN100 - DN160)

Tiéu chuan ky thuat
TCVN 12754:2020 (Kich thwéc ng: DN200 - DN250)

PRODUCT SPECIFCATION

Tensile strength 45MpA
Loading capacity 12kN
Negative pressure 0.078MPa
Chemical resist Water, NaCl (10% ), Acid Sulfuric (30%)
emical resistance Sodium hydroxide (40%).
Vicat softening temperature >76°C

TCVN 12755:2020 (Pipe niminal diameter: DN100 - DN160)

Technical standard
TCVN 12754:2020 (Pipe niminal diameter: DN200 - DN250)




SO SANH V61 HO GA BE TONG

The comparison with concrete manhole

Hé ga bé téng Hop kiém soat ky thuat uPVC
Concrete manhole uPVC inspection chamber
Bi dong nwéc, gay mui hoi Khéng bi dong nwéc, khong bi hoi
Water stagnant, bad smell Not water stagnant, bad smel/
Kich thwdce 1&n, kho thi cdng Nhé gon, thi cong nhanh, dé dang
Large size, difficult for construction Small size, short time and easily for construction
Thoi gian thi cdng 1au Thai gian thi cdng nhanh
Taking time for constriction Short time for construction
Kho vé sinh Dé dang veé sinh
Difficult for cleaning Easy for cleaning
Dé& rd ri do bé téng va dng nhwa khong kin khit Khong ro ri
Leakage easily happening as not good tightness No leakage
Tudi tho ngén Tudi tho dai ( gép 3 1an bé téng )
Short lifetime Long timelife ( 3 times more than concrete manhole)
Chi phi bao tri bao dwdng, stra chira cao Chi phi bdo tri, bdo dwéng, stra chiva thap
High cost for repair and maintenance Low cost for repair and maintenance




SAN PHAM
THEO TCVN 12755 : 2020

Products based on TCVYN 12755 : 2020 standard
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HOP KIEM SOAT KY THUAT HAI NHANH

@b Hai nhanh ngang théng 10
@) Hai nhanh ngang thdng - Léch tam 10
60 Hainhanh ding 90° 10
tlg Hai nhanh ngang 90° 11
’ Hai nhanh ngang thang - Siphon 11
@b Hai nhanh ngang 45° 11
INSPECTION CHAMBER TWO BRANCHES
0 Two branches horizontal straight 10
&y Two branches horizontal straight - Eccentric 10
&§ Two branches vertical 90° 10
. Two branches horizontal 90° 11
’ Two branches horizontal straight - Siphon 11
&b Two branches horizontal 45° 11
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Hai nhanh ngang thang
Two branches horizontal straight

ST

O

Mé san pham DPéng goi D1 D2 D3 7 H
Product code Quantity per pack
ST110-160 6 110 160 110 190 128
ST110-200 2 110 200 110 270 130
ST160-200 2 160 200 160 270 177

Hai nhanh ngang thang - Léch tam

Two branches horizontal straight - Eccentric

D2

S z2 <1 n
s 2 ﬁ% 9 %_ I D1 = H 3
@ ) L=
2 Z1
Hinh 1 Hinh 2
I\I/:I’fofiist g:j:" Qua?t(lz‘; %gﬂack Hilnmr;jg ' cl D2 Ee &l 22 3 H
S110x160P-160 4 1 110 160 160 219 95 59 112
S160x160P-200 2 1 160 200 160 246 158 76 158
S110x160-160 4 2 110 160 160 110 95 59 112
S160x160-200 2 2 160 200 160 145 158 76 158
SE110x110P-225 2 1 110 225 110 126 146 30 180
SE114-225 2 2 114 225 114 126 146 30 180
SE110-225 2 2 110 225 110 126 146 30 180

Hai nhanh dirng 90°
Two branches vertical 90°

DR

©

Mé san pham
Product code
DR110-160

bong goi
Quantity per pack
4

D1
110

D2

160

D3

110

5

27

z1

z2

134

H
100
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Hai nhanh ngang 90°
Two branches horizontal 90°

90L

A%

Mé san pham DPéng goi D1 D2 D3 7 H
Product code Quantity per pack

90L110-160R 4 110 160 110 125 128
90L110-160L 4 110 160 110 125 128
90L110-160 4 110 160 110 125 128
90L110-200 2 110 200 110 165 130
90L160-200 2 160 200 160 170 177

Hai nhanh ngang thang - Siphon
Two branches horizontal straight - Siphon

Ma san phadm Doéng goi Hinh anh DA D2 D3 7 c1 c2 H
Product code Quantity per pack Image
UTK110x60P-160 4 1 60 160 110 100 46 101 124
UTK110x90P-160 4 1 90 160 110 100 47 150 124
UTK110x60-160 4 2 60 160 110 100 46 101 124
UTK110x90-160 4 2 90 160 110 100 47 150 124

Hai nhanh ngang 45°
Two branches horizontal 45°

45L

©Q 0

Ma san pham DPong goi D1 D2 D3 7 H
Product code Quantity per pack

451.110-160R 4 110 160 110 95 119
451.110-160L 4 110 160 110 95 119
45L.110-160 4 110 160 110 95 119

12



HOP KIEM SOAT KY THUAT BA NHANH

@@ Banhanh ngang 45° 14
‘ Ba nhanh ngang 90° cong 14
. Ba nhanh ngang 90° cong - Léch tam 14
' Ba nhanh ngang 90° - Siphon 15
INSPECTION CHAMBER THREE BRANCHES
‘ Three branches horizontal 45° 14
‘ Three branches horizontal 90° - Bend 14
@0 Three branches horizontal 90° - Bend - Eccentric 14
' Three branches horizontal 90° - Siphon 15
-~ ~2 - ~ -~ 2 -
HOP KIEM SOAT KY THUAT BON NHANH
€ Bbn nhanh ngang 90° - Léch tam 15
& B6n nhanh ngang 90° 15
INSPECTION CHAMBER FOUR BRANCHES
' Four branches horizontal 90° - Eccentric 15
@ Four branches horizontal 90° 15

13



Ba nhanh ngang 45°
Three branches horizontal 45°

45Y |
M san phém Boéng goi DI D2 D3 D4 z C1 C2 H
Product code Quantity per pack
45Y160-200R 1 160 200 160 160 100 250 210 177
45Y160-200L 1 160 200 160 160 100 250 210 177

Ba nhanh ngang 90° cong
Three branches horizontal 90°- Bend

90Y N -
D1 “ 7Q D3 - i
e s
AR .
M san pham Bong goi D1 D2 D3 D4 71 72 H
Product code Quantity per pack
90Y110x90-160R 4 110 160 110 90 190 135 129
90Y110x90-160L 4 110 160 110 90 190 135 129

90Y110-160R
90Y110-160L
90Y110-200R
90Y110-200L

110 160 110 110 170 108 118
110 160 110 110 170 108 118
110 200 110 110 245 135 130
110 200 110 110 245 135 130

NN &~ D

Ba nhanh ngang 90° cong - Léch tam
Three branches horizontal 90°- Bend - Eccentric

M& sén pham Béng goi DI D2 D3 D4 z1 z2 S H
Product code Quantity per pack

90YS110-160R 4 110 110 110 160 180 118 30 131

90YS110-160L 4 110 110 110 160 180 118 30 131

14



Ba nhanh ngang 90° - Siphon
Three branches horizontal 90° - Siphon

UT / UT(P)

O- -\

Pau 6ng / Pipe end

180°

Dau nong / Socket end

Hinh 1
Ma san pham Bong goi allieil DI D2 D3 D4 2z C1 C2 H
Product Code Quantity per pack Image
UT110x60-160 4 2 60 160 110 10 185 112 150 124
UT110x60P-160 4 1 90 160 110 10 185 112 150 124
UT110x90-160 4 2 90 160 110 10 185 112 150 124
UT110x90P-160 4 1 90 160 110 10 185 112 150 124

B6n nhanh ngang 90° - Léch tam

Four branches horizontal 90° - Eccentric

IOWY

©

D3 DAu nong / Socket end

22}

" t

Z3

]}4

;Z
g
s

DPau éng / Pipe end

22Tz
55
Hinh 1

Ma san pham Doéng goi Hinhanh 51 o p3 D4 D5 21 72 723 S H

Product code Quantity per pack Image
90WY110x160-160 4 1 110 160 110 160 110 145 125 125 70 76
90WY110x160P-160 4 2 110 160 110 160 110 215 125 125 70 76
90WY160x160-200 2 1 160 200 160 160 160 175 125 125 50 167
90WY160x160P-200 2 2 160 200 160 160 160 215 125 125 50 167

Bén nhanh ngang 90°
Four branches horizontal 90°

IOWY

©

Ma san pham
Product code

90WY110x160-200

2
=
- /‘/’%&Kﬁ[i
D1 2 D4
z3 %
z2 | p4
D5 "
Béng gdi DI D2 D3 D4 D5 Zi
Quantity per pack
1 160 200 110 160 110 125

| L]
BY

z2
125

Z3

130

S
70

H
98
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PHU KIEN

== N&p nhwa AO 17
N&p hd ga (Nap hop kiém soat ky thuat) Composite 17
TTT  N&p hb ga (Nap hop kiém soat ky thuat) gang 18
Vanh d& 18
> Na&p bit 18
HE  Néichuyén 1SO - Jis 19
HE  Néi chuyén BS - JIS 19
HE  Néichuyén BS - 1SO 19
ACCESSORIES
=™ Plastic AO cover 17
Inspection chamber composite cover 17
T  Ductile iron cover 18
Pedestal ring 18
c= Inner cover 18
% 1SO - JIS reducer 19
HE BS-JIS reducer 19
BB BS-1SO reducer 19
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N&p nhwa AO
Plastic cover - AO cover

‘ e r H
Mé san pham Mau Xich Bong goi D1 | H Tai trong
Product code Color Chain Quantity per pack Load Capacity

AO160G Xam X 10 160 30 54
AO160GC Grey o 10 160 30 54
AO160I Nga X 10 160 30 54
AO160IC Ivory (o} 10 160 30 54

. Class : T-2
AO200G Xam X 8 200 50 85
AO200GC Grey o 8 200 50 85
AO200I Nga X 8 200 50 85
AO200IC Ivory o 8 200 50 85

* Class T-2: C6 thé chiu dwoc xe c6 tai trong dwdi 2 tan di qua.
Class T-2 : It is possible to go over under 2 tons passenger car.

N&ap hé ga composite (Nap hop kiém soat ky thuat)

Manhole composite cover (Inspection champer cover)

C P ; " N&p Composite
«} o - IEIi
— L s P
Than Composite
Mé san pham Doéng goi DI D2 D3 | H Tai trong
Product code Quantity per pack Load Capacity
NHGCJ200 1 270 194 216 35 70 1.5T
NHGCJ20012.5T 1 270 194 216 35 70 12.5T
NHGCI200 1 270 194 200 35 70 1.5T
NHGCI20012.5T 1 270 194 200 35 70 12.5T
NHGC225 1 270 194 225 35 70 1.5T
NHGC22512.5T 1 270 194 225 35 70 12.5T

17



Nap gang
Iron cover
IR ==

Ma san pham Xich DPéng goi D1 D2 D3 D4 H Tai trong
Product code Chain  Quantity per pack Load Capacity
IRC300 o] 1 294 278 250 339 150 40T

Vanh d&
Pedestal ring

PR ; -
" I
Ma san pham Doéng goi DA D2 D3 H |
Product code Quantity per pack
PR200 1 420 342 286 30 8
PR225 1 420 342 286 30 8

Nap bit

Inner cover

IN Béin dinh riit theo IG tay ndm
Mé san pham Doéng goi a1 H |
Product code Quantity per pack
INC160 1 160.2 30 2
INC200 1 200.3 30 2
INC225 1 2255 30 2

18



Néi chuyén ISO - JIS
ISO - JIS Reducer

Ma san pham DN (JIS) dn (ISO) L | z
Product code
SNNUIJ110-100 114 110 50 61 50
SNNUIJ160-150 165 160 80 86 50
SNNUIJ200-200 216 200 80 106 50

Néi chuyén BS - JIS
BS - JIS Reducer

DN dn
L z |
Ma san pham DN (BS) dn (JIS) L | z
Product code
SNNUIJ114-100 114 114 48 50 50
SNNUIJ168-150 168 165 90 80 50
SNNUIJ200-200 220 216 115.5 80 50

Néi chuyén BS - ISO
BS - ISO Reducer

DN dn DN dn
Loz 1 . l‘. \
Mé san pham
- Product code DN (JIS) dn (1SO) L S
bau ong Léch tam
Pipe-end type Eccentric type
SNNUBI114-110P SNNUBI114-110 114 110 48 61 50
SNNUBI168-160P SNNUBI168-160 168 160 90 86 50
SNNUB220-200P SNNUB220-200 220 200 115.5 106 50

19



SANPHAM
THEO TIEU CHUAN JIS

Products based on JIS




HOP KIEM SOAT KY THUAT HAI NHANH

&b Hainhanh ngang 45° 22
®  Hainhanh ngang théng 22
¢8» Hai nhanh ngang 90° 22
%’ Hai nhanh ngang thang - Thiing rac khéng loc 23
%’ Hai nhanh ngang thang - Léch tam - Thing réc c6 loc 23
%’ Hai nhanh ngang 90° - Thung rac khong loc 23
INSPECTION CHAMBER TWO BRANCHES
&b  Two branches horizontal 45° 22
%’ Two branches horizontal straight 22
¢ Two branches horizontal 90° 22
% Two branches horizontal straight - Bin without filter 23
%’ Two branches horizontal straight - Eccentric - Bin with filter 23
%‘ Two branches horizontal 90° - Bin without filter 23

21



Hai nhanh ngang 45°

Two branches horizontal 45°

45L

090

N
& l

Ma san pham DPéng goi D1 D2 D3 7 H
Product code Quantity per pack

45L100-200R 4 114 216 114 132 130
45L.100-200L 4 114 216 114 132 130
451.100-200 4 114 216 114 132 130
45L150-200R 2 165 216 165 127 177
45L.150-200L 2 165 216 165 127 177
45L.150-200 4 165 216 165 135 177

Hai nhanh ngang thang

Two branches horizontal straight

ST

=3
n:

Mé san pham DPéng goi D1 D2 D3 71 72 H
Product code Quantity per pack
ST200-300 1 216 318 216 199 330 295
ST250-300 1 267 318 267 200 360 350

Hai nhanh ngang 90°

Two branches horizontal 90°

90L

Mé san pham

—

Dong goi

Product code Quantity per pack D1 D2 D3 1 z2 A
90L200-300R 1 216 318 216 382 242 295
90L200-300L 1 216 318 216 382 242 295
90L250-300R 1 267 318 267 500 360 350
90L250-300L 1 267 318 267 500 360 350

22



HOP KIEM SOAT KY THUAT VSI THUNG RAC

Inspection Chamber with bin

Hai nhanh ngang thang - Thung rac khéng loc

Two branches horizontal straight - Bin without filter

R'ST L "'/ | z ‘ L;ﬁ

® L d [

Ma san pham DPong goi D1 D2 D3 7 H
Product code Quantity per pack
R-ST100-200 2 114 216 114 240 450

Hai nhanh ngang thing - Léch tam - Thing rac cé loc

Two branches horizontal straight - Eccentric - Bin with filter

b3 , Daudng/Pipe end 3 Dau nong / Socket end

7 [
TR

N

Hinh 1 °  Hinh2
Mé san pham DPéng goi Hinh anh D1 D2 D3 71 79 H
Product code Quantity per pack Image
R-ST100-150-200 2 2 114 216 165 160 120 490
R-ST100-150P-200 2 1 114 216 165 290 120 490

Hai nhanh ngang 90° - Thung rac khéng loc

Two branches horizontal 90° - Bin without filter

L
R-90L A5 - ;
°.<#. L] D1 Dz ‘ 1
I 1 . &
D3
~ 2 2 7 7

Ma san pham D(?ng goi D1 D2 D3 = H
Product code Quantity per pack
R-90L100-150 2 114 216 114 120 450

23



HOP KIEM SOAT KY THUAT BA NHANH

@0 Banhanh ngang 45° - Léch tam 25
Ba nhanh ngang 90° 25
%‘ Ba nhanh ngang 90° - Thung rac khéng loc 25
~ 2 - ~ -~ 2 .
HOP KIEM SOAT KY THUAT BON NHANH
%’ Bbn nhanh ngang 90° - Léch tam - Thing rac c¢é loc 27
INSPECTION CHAMBER THREE BRANCHES
@] Three branches horizontal 45° - Bend - Eccentric 25
Three branches horizontal 90° 25
% Three branches horizontal 90° - Bin with filter 25
INSPECTION CHAMBER FOUR BRANCHES
%’ Four branches horizontal 90° - Eccentric - Bin with filter 27

24



Ba nhanh ngang 90° cong - Léch tam
Three branches horizontal 45° - Bend - Eccentric

M san pham Béng goi DI D2 D3 D4 z1 z2 S H
Product code Quantity per pack
WLS100-150 4 114 165 114 114 130 100 30 124

Ba nhanh ngang 90°
Three branches horizontal 90°

Z1 z2

90Y m ] —

= ) « %’1 o i e u il 7
5 \ad ’ | ‘=R

Mé san pham DPéng goi
Product code Quantity per pack
90Y200-300R
90Y200-300L
90Y250-300R
90Y250-300L

[ /H

D3

D1 D2 D3 D4 Z1 z2 23 H

216 318 216 216 140 320 220 295
216 318 216 216 140 320 220 295
267 318 267 267 200 360 200 350
267 318 267 267 200 360 200 350

Alalala

Ba nhanh ngang 90° - Thung rac khéng loc

Three branches horizontal 90° - Bin with filter

R-90Y ey
- h e . |
& | L |
L. :
M san phém Bong gdi D1 D2 D3 D4 71 22 H
Product code Quantity per pack
R-90Y100-150 2 114 216 114 114 240 120 450

25



B6n nhanh ngang 90° - Léch tam - Thung rac cé loc

Four branches horizontal 90° - Eccentric - Bin with filter

Dau 6ng / Pipe end

R-90WY ] ,
(-."_’ 3 ' D1E "] pa Dﬂj’
-®- O Y Za_‘J 7 =¥_
°  Pauéng
Hinh 1

Mé san pham Dong goi Hinh anh D1 D2 D3 D4 71 79 H

Product code Quantity per pack Image
R-90WY100-150-200 2 2 114 216 114 165 160 120 490
R-90WY100-150P-200 2 1 114 216 114 165 290 120 490

CHU’C NANG CUA VACH NGAN DQC (R-ST,R-90WY)
A ROLE OF STRAIGHTENING PLATE (R-ST, R-90WY)

Gidm téc do dong chay va loc bun cling cac vat chat ndi khac.

Reduce the flow speed and tend to catch mud and flouting materials.

Dong chay nhd

Small amount of flow

26
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PHU KIEN

== Nap nhyaAl 29

7  Né&p gang 29
ACCESSORIES

Plastic cover - Al cover 29

B2  Iron cover 29
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N&ap nhwa Al
Plastic cover - Al cover

Al . 3 E‘E%ﬁ —_— Dﬁ

3 5 HN-75-JIS, HN-100-JIS HN-200-JIS
. D —
= ﬂ :II
HN-150-JIS HN-300-JIS
Ma san pham Mau Xich ~ Dong goi D | H Tai trong
Product code Color Chain Quantity per pack Load capacity
AI75LG X 30 89 20 32
AI100LG X 18 114 25 40
Xam nhat .
AI150LG Light Gray X 20 165 35 53 Class:T-2
AI200LG X 12 216 50 70
AIR300LG X 1 318 106 144

* Class T-2: C6 thé chiu dwoc xe c6 tai trong dwdi 2 tan di qua.

Class T-2 : It is possible to go over under 2 tons passanger car.

Nap gang
Iron cover

F-Al

D
ﬁ_ I
Ma san pham Xich Dong goi D | H Tai trong
Product code Chain Quantity per pack Load capacity
F-Al150 X 8 165 40 73
Class: T-2
F-Al200 X 4 216 58 98

* Class T-2: C6 thé chiu duoc xe c6 tai trong dwdi 2 tan di qua.

Class T-2 : It is possible to go over under 2 tons passenger car.

CHU Y/ CAUTION :

N&p nhua (AO, Al) co thé duoc Iap & cac vi tri trong san vwon, béi gilr xe, via hé ... noi ma xe co tai trong dwdi 2 tan
di qua. Khong lap dat & cac vi tri co xe tai trong I&n lwu thong.

Plastic cover (AO, Al) can be installed in gardens, parking lots, pavement, etc., where only vehicles under 2 tons go
through.
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HUGNG DAN LAP DAT

Installation instructions




LAP DAT HOP KIEM SOAT KY THUAT

Inspection Chamber Installation

Bwdc 1: Dao dat
Dao dat dé 1ap hop kiém soat ky thuat.

Chu y dan phéng I&p day, khong dao

qué sau va khong dé dat gb ghé.

Step 1: Digging
Dig the soil for inspection chamber. Be
aware to dig flatly not too deeply and rough.

!

Bwéc 4: Két ndi 6ng

Dan hop kidm soat ky thuat véi 6ng
sau khi kiém tra d& nghiéng va do
cao. Chu y: Khi c&t 6ng bén trén can
can nhéc dén chiéu dai phan ldng
ghép.

Step 4: Pipes connection

Connect pipes to inspection chamber by
PVC glue after examining the inclination
and height. Caution: The length of the insert
should be considered when cutting upper
pipe.

,,,,,,,,,,,,,,,

Canh bao / Precations:

Bwéc 2: Nén méng

S dung cat hodc loai dat tbt (dat
khong c6 da soéi) cho nén méng.
Dam nén bang may dadm rung hodc
vd dap dat dé& lam chat nén.

Step 2: Foundation

Use sand or good quality soil (it means no
stones & rocks included) for foundation.

And tamp down with vibration compactor
& mallet tightly.

Bwéc 5: Lap dat

Chia d4t thanh nhiéu I&p va nén déu,
l4p d4t dén gan miéng bng (m6i I&p
khoang 20 mm).

Step 5: Backfilling

Divide the soif into several layers and
squeeze it evenly, and backfill near the top
of upper pipe. (1 layers: 20mm).

Bwéc 3: Lap dat
P&t hop kiém soat ky thuat nadm
ngang, hop kiém soat da co déc sén
trong long hop.

Step 3: Instaliment
Place the inspection chamber horizontally
towards the slope inside.

Bwéc 6: Két ndi nap

Trong trwdng hop I&p dat ndp hop
kiém soat ky thuat, can diéu chinh
do cao gitra nap hop va mat déat.

Step 6: Cover conection
It is necessary to adjust the height
between the cover and the ground.

e V& nguyén tac, do sau lap dat khoang 2m. Néu I8p sau hon, can nhic phwong thirc béo tri.
The depth of installation is about 2m in principle. In case of installing much deeper, consider the way of maintenance.

e Khi lap dat vao noi l&p dat hop kiém soat k§ thuat, can dat ndp PVC Ién dé tranh dat roi vao bén trong.
In case of backfilling the inspection chamber, putting on the PVC cover for preventing from soil coming inside.

e Trong trwéng hop st dung hdp kiém soat ky thuat loai hai hwéng trai —phai , can tao d6 déc khi dat hop kiém soat.
In case of using inspection chamber that has two directions: left & right, the slope should be formed when placing.

e Luu y : khi st dung “Siphon ”, d& dam bao lam kin béng nwéc va khoéng gay can tré dong chay, khdong nén st dung cung véi
mot Siphon khac ( & nha vé sinh, may gidt, phong tdm, v.v...) vi viéc s& dung nay cé thé gay can tré& dén dong chay.
Note: While using Siphon, it should not use simultaneously with another Siphon (in the toilet, washing machine, bathroom, etc.) because this

may interfere with the flow.
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LAP DAT NAP GANG

Iron Cover Installation

Bwéc 1: Lap dat
Chia d4t thanh nhiéu 16p va nén déu,
l4p d4&t gan miéng éng. D&t ndp
trong lén miéng éng.

Step 1: Backfilling

Divide the soil into several layers and
squeeze it evenly, and backfill near the top
of upper pipe. Set up the inner cover.

25 i
Bwéc 3: Lap diat Nap gang
Chinh tam ctia 6ng phia trén va vong
dé. Dat ndp gang trén vong d& theo
phwong thdng ding.

Step 3: Installation of Iron Cover
Adjust the center line of upper pipe and
pedestal ring. Put the iron cover on the
pedestal ring horizontally.

Bwéc 2: Lap dat vong d&

Dam chét I6p da nghién , do dd cao
cla ndp gang va vong d& trén
mat dét.

Step 2: Installation of pedestal ring
Tamp down the layer of crashed stones

tightly, measure the height of iron cover and
pedestal ring above ground fine.

- Ll
Pl e 4 »

Bwéc 4: Lap dat

Dung da nghién dadm ch&t bang may
dam rung hodc vd dap dat ( tranh bj
lan). Piéu chinh cao d6 clia ndp gang
ngang vé&i bé mat nhwa duong,
khong dé chénh léch do cao.

Step 4: Fill the ground

Use crushed rock to compact by vibrating
compactor (avoid subsidence). The height of
the iron cover must be adjusted equally to the
surface of asphalt.

Canh bao / Precations:

e Can slr dung vong d& (HDPE hodc bé téng) khi si dung ndp gang. Vong d& cé thé bi lin qua thoi gian.
Need using pedestal ring (HDPE or Concrete type) with the iron cover. It may sink over time.

e Khi str dung nap gang, can nép trong dé tranh tranh dat roi vao bén trong dong chay va tranh béc mui.
When using iron cover, the cover must put inside to preventing soils inflow and smelling.
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CANH BAO CHUNG

Cautions

BAO QUAN VA VAN CHUYEN
About storage and transportation
e Khong tha hay ném twr trén cao.

Not drop and throw them from above.

e Khong lap dat hay dé& gan noi ¢ nhiét dd cao.
Not install and place at high temperature.

e Trong qua trinh bdo quan, lwu git hop kiém soat k¥ thuat, ng va cac phu kién can boc béng cac tAm ph tranh anh nang
mét troi tre tiép va gitk & noi thoang khi. Vi du: Co6 kha ndng san phdm sé bi bién dang néu didu kién bdo quan khéng
dam bao.
When storage the inspection chamber, pipes and fitting need to be covered by the sheet preventing from direct sunlight and kept it breathable.
Ex: There is possibility that the Products became deformed.
o Nap hop kiém soat nhwa uPVC c6 thé bi anh huéng tric tiép bai tia UV.

uPVC Inspection chamber can be affected directly UV rays.

TRONG QUA TRINH THI CONG
Under construction

e Khong dé& san phdm va cham véi cac dung cu nhu cubc, dao.
Avoid letting the product impact tools such as hoes and knives.

e Kiém tra tinh trang san pham truéc khi st dung.
Check the product’s condition before use.

e Khong phun hay son san phdm s dung cac dung méi hiru co. C6 kha ndng cac dung méi hivu co sé& anh hwéng xau dén
chét lwong san phdm. Vi du : Acetone, Chét lam day, creosote, thudc trir sau, thubc diét kién.
Not spray and paint the chambers with organic solvent. There is possibility that organic solvent negatively affect the quality of products.
Ex : Acetone, thinner, creosote, insecticide, Termite exterminating agent.

e Khodng tao ren truc tiép trén thanh trong long san pham.
Not cut female threads inside of chamber directly.

e Dung keo gan 6ng, d&t nhanh éng va hé ga cho dén khi dng khong tach khéi hop kiém soat ky thuat.
Lau sach keo thira bang khan lau.
Using glue insert quckly and hold the pipe and inspection chamber until the pipe can no longer sipit from the inspection chamber.
Also wipe off any excess glue with a wasre cloth.

TRONG QUA TRINH SU’ DUNG (BAO TRI)
Under using (Maintenance)

e Thwdng xuyén dung dung cu thong tac bao tri hé théng: gwong tham do, may rira xit cao &p, v.v...
Need regularly maintenance for jams with the tools : mirror for inspection, high-pressure washing machine etc.
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MO HINH HE THONG TRONG NHA MAY

The system model in factory

90L110-160L

ST110-160 ST110-160

90Y110-160L

ST110-160
ST110-160 @
90Y110-160L

7

90L110-160 L

ST110-160

90L110-160R 90Y110-160R

ST110-160
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MO HINH HE THONG THOAT NUGC NHA DAN
The drainage system in housing

N6i goc 45°-DN 110 J,
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CAC DU AN TIEU BIEU

Dw an Khu resort Fusion Phi Quéc
* Bja chi: Kién Giang

« Ngudn vén: Vén doanh nghiép

* Quy mo: 100 cai

Dw an phat trién bén virng Thanh phé Ba Néng
Goi thau 1.14 va 1.15

+ Dia chi: Pa Néng

+ Ngubn vén: ODA Ngan hang thé gioi

* Quy mé: 2000 cai

Dw an nang cap dé thi thanh phé Nha Trang
« Dia chi: Khanh Hoa

« Ngudn vén: Ngan Sach

* Quy md: 10.000 cai

Dw an Cai thién mai trwong nwéc thi xa Ba Dén

* Dia chi: Quang Binh
« Ngudn vén: ODA Pan Mach
* Quy mb: 5.000 cai

Dw an thu gom xt ly nwéc thai Thanh Phé Viét Tri

« Dia chi: Phu Tho
+ Ngudn vén: ODA Han Quéc
* Quy md: 10.000 cai

Dw an Khu DB6 Thi Ecopark

* Dia chi: Ha Noi

« Ngudn vén: Vén doanh nghiép
* Quy mo6: 2.000 cai

Dw an Khu D6 thj Cat Twong

* Bia chi: Binh Phuéc v
+ Ngudn vén: Vén doanh nghiép

Y
\

* Quy mo: 200 cai

Dw an thu gom xtv ly nwéc thai Thanh Phé Budn Mé Thudt

- Dia chi: Daklak
+ Ngudn vén: ODA Pan Mach
* Quy md: 10.000 cai

Dw an Cai thién nwéc moi trwong Binh Dwong-Thi xa Di An
* Dia chi: Binh Dwong

+ Nguén vén: ODA Ngan hang Thé Gidi

* Quy mb: 7.000 cai

Dy an Khu D6 thj FPT

+ Dia chi: Pa Néng

+ Ngudn vén: Vén doanh nghiép
* Quy mb: 200 cai

Dw an Khu dan cw Ba Rén

* Dia chi: Quang Nam

+ Ngudn vén: Vén doanh nghiép
* Quy mo: 300 cai

Dw an D6 thi sinh thai vin héa ca phé Sudi Xanh
- Dia chi: Daklak

« Ngudn vén: Vén doanh nghiép

* Quy mo: 1000 cai

Dw an Khu D6 thi Long Van

« Dia chi: Binh Dinh

« Ngudn vén: Vén doanh nghiép
* Quy mo6: 100 cai

Cac Dy an nha may san xuét
* Dia chi: Ca nwéc

+ Ngudn vén: Vén doanh nghiép
* Quy 'm6: 20.000 cai




THE NATIONAL TYPICAL PROJECTS

Fusion Phu Quoc resort project

* Address: Kien Giang
* Source of capital: Company’s invested capital
* Quantity: 100 Pcs

Da Nang City Sustainable Development Project
Packages 1.14 and 1.15

+ Adress: Da Nang
» Source of capital: ODA World Bank
* Quantity: 2000 Pcs

Urban Upgrading project of Nha Trang city

» Address: Khanh Hoa
 Source of capital: Goverment budget
* Quantity:: 10.000 Pcs

Water improvement project of Ba Don provice

+ Address: Quang Binh
* Source of capital: ODA Denmark
* Quantity:: 5.000 Pcs

Wastewater collection and treatment project of Viet Tri city

* Address: Phu Tho
* Source of capital: ODA Korea
* Quantity: 10.000 Pcs

Ecopark city project

» Address: Ha Noi
* Source of capital: Company’s invested capital
* Quantity: 2.000 Pcs

Cat Tuong urban project

* Address: Binh Phuoc :
* Source of capital: Company’s inves
* Quantity: 200 Pcs

Wastewater collection and treatment project of
Buon Me Thuat city

» Address: Daklak

* Source of capital: ODA Denmark

* Quantity: 10.000 Pcs

Water improvement project of Binh Duong City

» Address: Binh Duong
» Source of capital: ODA World Bank
* Quantity:: 7.000 Pcs

FPT urban project

» Address: Da Nang
» Source of capital: Company’s invested capital
* Quantity: 200 Pcs

Ba Ren urban project

* Address: Quang Nam
» Source of capital: Company’s invested capital
* Quantity: 300 Pcs

Suoi Xanh coffee culture city project

» Address: Daklak
» Source of capital: Company’s invested capital
* Quantity: 1000 Pcs

Long Van urban project

» Address: Binh Dinh
 Source of capital: Company’s invested capital
* Quantity: 100 Pcs

Other manufacture projects

» Address: Entire country

. rsgjrce of capital: Company’s invested capitgl
* Quantity: 20.000 Pcs . B




CONG TY CO PHAN NHUA THIEU NIEN TIEN PHONG

Q

(CRE |

é

TIEN PHONG PLASTIC JOINT STOCK COMPANY

Sé 222 Mac Bang Doanh, phwdng Hwng Dao, quan Dwong Kinh, TP.Hai Phong
222 Mac Dang Doanh St., Hung Dao ward, Duong Kinh dist., Hai Phong City

+ (84) (225) 3813 979
+(84) (225) 3813 989
contact@nhuatienphong.vn

www.nhuatienphong.vn

CONG TY TNHH SEKISUI VIET NAM
SEKISUI VIET NAM CO., LTD

Q

Phong 1414, Tdéa nha Cornerstone, S6 16 Phan Chu Trinh, P. Phan Chu Trinh, Q. Hoan Kiém, Ha Noi
Room 1414, Cornerstone Building, 16 Phan Chu Trinh St., Phan Chu Trinh ward, Hoan Kiem dist., Ha Noi City

+(84) (243) 9392 677
+(84) (243) 9392 678

www.eslontimes.com/en
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